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Technical Datasheet BadgeonProtect 
DESCRIPTION 
High-quality hydrofuge on the basis of silane siloxane and copolymer. Specially developed for 
prolonged hydrophobic treatment of Badgeon, which makes that the Badgeon no longer darkens by 
water absorption through rain. Also reduces the growth of moss and algae. And it also works on 
other mineral construction materials, such as brick, concrete, etc.  

APPLICATION  

BadgeonProtect can be applied 48 hours after the Badgeon has fully cured. BadgeonProtect is applied 

smoothly, ensuring that not too much is applied in the (vertical) joints, such that it can act nicely. In the 

event of rising moist or other ingress of moisture (horizontal surfaces, cracks,…) BadgeonProtect will delay 

the drying out, which may increase the risk of discolouration and frost damage. 

TECHNICAL FEATURES 
Type of delivery White paste 

Density ± 0.95 g/cm³ 
Active agent: approx.. 30% 

Processing Impact on colour: minor 
darkening. Repaintable: with 
water and solvent based paint 
systems. 

Durability At least 5-10 years. Alkali and UV 
resistant, deep penetration. After 
application, the Badgeon stays 
water vapour permeable. 

Number of 
layers 

1 to 2 layers, depending on the 
underground and the desired 
aspect 

Consumption 200 g/m² in 1 layer. An extra 
layer can be applied later, if 
necessary 

Drying time 24 hours 

Temperature Environmental and surface 
temperature between 8 and 25°C 

Storage Store in a cool and frost-
protected place 

Shelf-live
  

Min. 1 year: dry, in closed 
packing 

Tools Brush, roller of airless devices 

Cleaning Water 

 

PRECAUTIONS 

Keep out of reach of children.  

Contains: Mixture of 5-chloro-2-methyl-2H-isothiazool-3-on [EC No.. 247-500-7] and 2-methyl-2H-isothiazool-3-on [EC 

No.. 220-239-6](3:1). May cause an allergic reaction. 

 

 

 

 

 

 

 

 

 

NOTICE 

Stoopen & Meeûs accepts the responsibility for the quality of its products, however does not accept any liability 

for the application of these products. Always consult the technical sheet of the product on the website. 
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