
Crustal44 is a highly versatile decorative finish for walls that can be applied in an exceptionally simple 
manner. Crustal Mono can be used to create a smooth, matte chalk plaster as well as a rough, natural 
look. For more depth, you can use Crustal Accent to create more subtle or less subtle colour nuanc-
es. The slow drying time allows you to work at your own pace to authentically decorate a wall. It will 
also be resistant to knocks. Crustal is a perfect solution for combining every style with rough organic 
elements.
Crustal can be mixed with pigment (2.5% to 7.5% pigment). All pigments can be mixed together.
Mix the pigment in the mixing water before you add the Crustal powder. Mechanically mix for 3 to 5 
minutes until it is completely homogeneous. Depending on the technique to be used, add water as 
necessary. If necessary, over time, stir or add a little water and mix again.
For optimal adhesion and application, always apply StucPrimer beforehand. Afterwards, use a spat-
ula to apply a single layer of Crustal. Once applied, you can texture the layer using a Crustal brush or 
another tool.
Crustal Accent is an additional pigment treatment that is fixed afterwards using CrustalFix. After the 
Crustal dries, wet the surface with soapy water (1% soap) to reduce absorption, and then roll, brush, or 
sponge on pigment water (10% pigment + 1% soap) until you achieve the desired nuances. Once dried, 
apply a single smooth layer of CrustalFix with a roller. It will not change the appearance.

Technische kenmerken :

Delivered form :  white powder
Substrate :  interior, sturdy and stable substrate, free from separating layers.
    pH: 12 to 13

Mixing water :  0.20 to 0.22 litres/kg, depending on technique used, if necessary, add 
    water
Number of layers :  1 to 2 layers depending on the substrate and the desired appearance.
Consumption  :  +/-1.5 kg/metre, depending on technique used.
Adhesion  :  excellent adhesion on Stuck Primer.
Drying time  :  2 to 4 hours
Curing time :  completely cured after 1 week.
Temperature :  ambient and substrate temperature between 8 °C and 30 °C.
Shelf life of  min. 1 year :  dry, in closed container.
Application time :  Once readied, the product can thicken, so always mix as needed so it can 
    be used for weeks.
Tool :  stainless-steel knife, brush, etc., borstel, etc...
Cleaning tool :  water
 
Precautionary measures:

Mix Crustal in the open air or a well-ventilated space. Crustal is a highly alkaline product.
Wear protective gloves, protective clothing, eye protection, and face protection.
HAZARD: Causes serious eye injury. CONTACT WITH THE EYES: Carefully rinse with water for several 
minutes. If possible, remove contact lenses. Continue to rinse. 
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Immediately consult a doctor. WARNING: Causes skin irritation. CONTACT WITH THE SKIN: Wash with 
plenty of soap and water.
May cause irritation of the airways. Avoid breathing in the dust. IF INHALED: Bring the individual into 
fresh air and ensure the person can breathe easily.
Keep out of the reach of children.

Note: 

Stoopen & Meeûs takes responsibility for the quality of its products, but cannot be
held responsible in any way whatsoever for the processing of its products.
Always consult the product’s technical data sheet on the website.
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